 MATERIAL SAFETY DATA SHEET 

MASKTEC, Inc.

2507 East Broad Street                                                      PAGE 1

Texarkana, AR 71854

(870) 216-2699   (877) 799-6275 Toll Free USA

Date Revised: 04/02/2002    

EMERGENCY TELEPHONE NUMBER: 1-800-535-5035

PRODUCT NAME: MT-1024-2 PEELABLE MASKANT

===============================================================           

I. HAZARDOUS INGREDIENTS:

                                                                         ACGIH TLV ACGIH TLV OSHA          OSHA            SECT 

COMPONENT(S) :        %WT     CAS NO.     TWA           STEL (Skin)  VPEL TWA VPEL STEL     313
Toluene                           14-16     108-88-3      50ppm         150ppm          100ppm         150ppm          YES

VM&P Naphtha               2-4      64742-89-8   300ppm                               300ppm         400ppm          YES

Parachlorobenzo                 





          OTHER

triflouride  PCTBF         48-50      98-56-6                                N/A                 N/A              25ppm        NO

All components of this product are listed or exempt from listing on the TSCA 8(b) inventory. If identified components of this product are listed under the TSCA 12(b) Export Notification rule, they will be listed below. All components of this product either appear on the Domestic Substances List of the Canadian Environment or are exempt.  
===============================================================

II. PHYSICAL DATA:

BOILING POINT:                                  >200 degrees F

pH:                                                         N/A.

VAPOR PRESSURE (mm Hg):            143 mm Hg, @122 degrees F/50 degrees C

VAPOR DENSITY (Air =1):                Heavier than air..

VOC (# GAL):                                      1.2

SPECIFIC GRAVITY:                         1.1 (Water = 1.0)

SOLUBILITY IN WATER:                Low Solubility

EVAPORATION RATE:                    Slower than ether

APPEARANCE:                                  MEDIUM GREEN THICK LIQUID

ODOR:                                                 Solvent/benzene            

= = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = 

III. FIRE AND EXPLOSION HAZARD DATA:

FLASH POINT: 24 degrees F* METHOD USED: Closed Cup *VALUE FOR TOLUENE

AUTOIGNITION TEMPERATURE: 964 degrees F/517.8 degrees C.

FLAMMABILITY LIMITS (% V): UPPER: 7.0   LOWER: 1.2

EXTINGUISHING MEDIA: CO2 OR DRY CHEMICAL

FIRE AND EXPLOSION HAZARDS: MATERIAL IS VERY VOLATILE. VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL TO AN IGNITION SOURCE.

SPECIAL FIRE FIGHTING PROCEDURES: WEAR SELF-CONTAINED BREATHING APPARATUS. USE WATER TO KEEP FIRE-EXPOSED CONTAINERS COOL AND TO FLUSH SPILLS AWAY FROM FIRE. IN CASE OF LARGE FIRES, ALSO COOL SURROUNDING EQUIPMENT. 
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IV.REACTIVITY:

STABILITY:             Stable

CONDITIONS TO AVOID: High heat, flames, sparks, ignition sources.

INCOMPATIBILITY: Plastics, Acids, Alkalis, Nitrates, Strong Oxidizing Agents.

HAZARDOUS DECOMPOSITION PRODUCTS: Thermal decomposition may liberate carbon monoxide, carbon dioxide and water.

HAZARDOUS POLYMERIZATION: Not Expected to Occur

= = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = V. ENVIRONMENTAL AND DISPOSAL INFORMATION:

CAUTION: Use appropriate protective and safety equipment. Eliminate all sources of ignition. Thoroughly ventilate area before reintroducing operations involving ignition sources or other hazards.

SMALL SPILL: Mop up or soak up with absorbent inorganic material. Transfer to DOT approved container.

LARGE SPILL: Evacuate spill area of unprotected personnel. Contain by diking with non-combustible, absorbent inorganic material. Prevent runoff from entering sewers, storm drains, surface water and soil. Transfer contaminated absorbent material to a DOT approved container.

WASTE DISPOSAL INFORMATION: This material is hazardous by OSHA Hazard Communication definition. 

===============================================================

VI. HEALTH HAZARD DATA:

EFFECTS OF OVEREXPOSURE:

SKIN CONTACT: Brief contact may cause mild skin irritation. Prolonged or repeated contact may irritate the skin causing dermatitis. Always wear impermeable gloves when using this product.

INHALATION: Exposure of concentrations of 100-300 ppm of one component causes throat and nose irritation; higher concentrations causes more severe irritation such as headache, drowsiness and incoordination. Excessive exposure to high concentrations may be fatal. Always were appropriate protection when using this product and make sure working area is well ventilated. Aspiration into lungs may cause mical pneumonitis which can be fatal.   

EYE CONTACT: May cause severe eye irritation, redness, tearing and even blindness.  Always wear safety glasses or other eye protection when working with this product.    

INGESTION: Irritation, nausea and vomiting.  .

SYSTEMIC AND OTHER EFFECTS: CHRONIC: Prolonged or repeated exposure above TLV may result in permanent nervous system damage. In very high doses, one component of this material has been reported to damage the developing fetus, kidneys and to cause tumors in rats and mice.

MEDICAL CONDITIONS AGGRAVATED: This material or its emissions may affect the central nervous system and/or aggravate pre-existing central nervous disorders. Skin contact may aggravate an existing dermatitis. This material or its emissions may aggravate pre-existing eye disease.
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SUSPECTED CANCER AGENT:    NO

THIS PRODUCT CONTAINS A COMPONENT KNOWN TO THE STATE OF CALIFORNIA TO CAUSE CANCER OR REPRODUCTIVE TOXICITY. PROP 65

==============================================================

VII. FIRST AID:

INHALATION: Remove victim to fresh air immediately. If victim is not breathing, give mouth-to-mouth resuscitation. GET IMMEDIATE MEDICAL ATTENTION. Prompt action is essential.   
SKIN CONTACT: Wash skin thoroughly with soap and water. Remove contaminated clothing as needed. Flush skin with lukewarm water for 15 minutes. If sticky, use a waterless cleaner first.          

EYE CONTACT: In case of eye contact, immediately rinse with clean water for 20-30 minutes. Retract eyelids often. GET IMMEDIATE MEDICAL ATTENTION.

INGESTION: DO NOT INDUCE VOMITING. If spontaneous vomiting occurs, so not allow vomitus to be breathed into the victim’s lungs. Keep victim’s head below his/her hips. Transport victim to an emergency medical facility immediately. The decision as to whether or not to induce vomiting should be made by a physician. If lavage is performed, suggest endotracheal and/or esophageal control. Danger from lung aspiration must be weighed against toxicity when considering emptying the stomach. If victim is conscious, give one pint of lukewarm water. Do not attempt to give fluid to an unconscious person.

VIII. SPECIAL PROTECTION:

===============================================================

VENTILATION: Keep airborne concentrations below exposure guidelines. Local exhaust and good general room ventilation must be provided not only to control exposure but also to prevent formation of flammable mixtures.

RESPIRATORY PROTECTION: Atmospheric levels should be maintained below the exposure guidelines. A MHSA/NIOSH approved filter type respirator should be used in accordance with 29 CFR 1910.134. In confined or poorly ventilated areas or for emergency or other conditions where the exposure guidelines may be greatly exceeded, use an approved positive-pressure self-contained breathing apparatus or air-line supplied respirator. 

EYE PROTECTION: Contact lenses should not be used. Suggested protection is chemically resistant splash goggles and face shield.   

SKIN PROTECTION: Impermeable gloves are recommended. Where prolonged or frequently repeated contact could occur, use protective clothing. Selection of specific items such as boots, apron, or full-body suit will depend upon operation.

SPECIAL EQUIPMENT: Suitable laboratory safety equipment includes safety showers, eyewashes and proper fire extinguishers.
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===============================================================

IX. STORAGE INFORMATION:

Train all employees on all special handling procedures in this section before they work with this product. Exercise reasonable care and caution. Personnel should avoid breathing vapors and/or mists and getting the product in their eyes or on their skin. DO NOT CONSUME food, drink, or tobacco in areas where they may become contaminated with this product. Keep containers, cool, dry and away from sources of ignition. DO NOT STORE this product in direct sunlight, high temperatures or below freezing temperatures. Keep product containers tightly closed when not in use. Concentrated vapors of this product are heavier than air and will collect in low areas. DO NOT ENTER these low areas where vapors of this product are suspected unless special breathing apparatus is used and an observer is present for assistance. Aluminum containers are not recommended for storage of this product. Sudden release of hot organic chemical vapors or mists from process equipment operating at elevated temperature or sudden entry of air into vacuum equipment may result in ignitions without the presence of obvious ignition sources. Published auto ignition or ignition temperature values cannot be treated as safe operating temperatures in chemical processes without analysis of the actual process conditions. Further information is available in a technical bulletin entitled “Ignition Hazards of Organic Chemical Vapors.” TRANSFER HAZARD: Vapors of this product may be ignited by static sparks. Use proper bonding and grounding devices. 

===============================================================

X. DOT AND SHIPPING INFORMATION:

Proper Shipping Name:                            PAINT

Hazard Class:                                           3  Packing Group II

Labels Required:                                      Flammable

Placards Required:                                   Flammable

Bill of Lading Description:                      Flammable  

UN/NA Code:                                          UN 1263

===============================================================
XI. OTHER SAFETY AND REGULATORY INFORMATION:

HMIS CODES

3 HEALTH HAZARD                      

3 FIRE HAXARD

0 REACTIVITY

G PERSONAL PROTECTION 

CERCLA RQ:





1,000 lbs (Toluene)

REPORTABLE QUANTITY (RQ) 49 CFR 172.101   1,000 lbs ( Toluene)

While MASKTEC, INC. believes the statements set for herein are accurate as of the date on the first page; MASKTEC makes no warranty with respect thereto and expressly disclaims all liability for reliance thereon. Such data is offered for consideration, investigation and verification. MASKTEC, INC. cannot be responsible for the lack of proper training of employees and the intentional misuse or use of this product in situations beyond the control of MASKTEC, INC.

