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Texarkana, AR 71854

(870) 216-2699    (877) 799-6275 Toll Free USA

Date Revised: 07/05/2000 

EMERGENCY TELEPHONE NUMBER: 1-800-535-5053

PRODUCT NAME: HT-210 PLATER’S WAX

===============================================================           

I. HAZARDOUS INGREDIENTS:

===============================================================

INGREDIENTS                             TLV/PEL     UNITS        AGENCY           TYPE
Paraffin Wax Fumes, if generated              2             mg/m3           ACCGIH          Full Term TWA

Paraffin Wax Fumes, if generated              2             mg/m3  OSHA, Reg. 29CFR 1910.100

 ===============================================================

II. PHYSICAL DATA:

===============================================================

BOILING POINT:                         >650 DEGREES F

pH:                                                  N.A.

VAPOR PRESSURE (mm Hg):     N.D. EVAPORATION RATE: NOT APPLICABLE

VAPOR DENSITY (Air =1):         N.A.  SPECIFIC GRAVITY:    0.80 – 0.90

SOLUBILITY IN WATER: NEGLIGIBLE

APPEARANCE:  OFF WHITE WAXY SOLID  ODOR: TYPICAL PETROLEUM WAX

= = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = 

III. FIRE , EXPLOSION AND HAZARD DATA:

===============================================================

FLASH POINT: 525 DEGREES F               METHOD USED: C.O.C. ASTM D-92

EXTINGUISHING MEDIA: CO2, DRY CHEMICAL OR WATER SPRAY.

FIRE AND EXPLOSION HAZARDS: NO UNUSUAL OF EXPLOSIVE HAZARDS.

SPECIAL FIRE FIGHTING PROCEDURES: USE WATER TO KEEP FIRE-EXPOSED CONTAINERS COOL IN CASE OF LARGE FIRES, ALSO COOL SURROUNDING EQUIPMENT. WATER OR FOAM MAY CAUSE FROTHING.

DOT FLAMMABILITY CLASSIFICATION: NOT REGULATED

SARA TITLE III REPORTING REQUIREMENTS: NONE

SARA Sec. 302, 311, 312 & 313 Hazard Class: Not Applicable

EPA Ozone Depleting Substances: NONE

CONEG Heavy Metal Concentrations: NONE

OSHA Hazardous Chemicals (29 CFR 1910.1200- NONE 

TSCA: COMPONENTS OF THIS PRODUCT ARE LISTED.

MATERIALS KNOWN TO THE STATE OF CALIFORNIA KNOWN TO CAUSE CANCER: NONE

MATERIALS KNOWN TO THE STATE OF CALIFORNIA TO CAUSE ADVERSE REPRODUCTIVE EFFECTS: NONE

CAS NUMBER: 63231-60-7
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===============================================================

IV. REACTIVITY:

===============================================================

STABILITY:             STABLE

CONDITIONS TO AVOID: HIGH HEAT; FLAMES.

INCOMPATIBILITY: STRONG OXIDIZING AGENTS.

HAZARDOUS DECOMPOSITION PRODUCTS: THERMAL DECOMPOSITION MAY YIELD OXIDES OF CARBON AND MINOR AMOUNTS OF OXIDES OF SULFUR AND NITROGEN.

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR. 

= = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = =   POTENTIAL ADVERSE HEALTH EFFECTS:

SKIN CONTACT: CONTACT WITH MOLTEN MATERIAL MAY CAUSE THERMAL BURNS. 

INHALATION: SOLID MATERIAL IS NOT VOLATILE, SO EXPOSURE BY INHILATION IS UNLIKELY. WHEN WORKING WITH MOLTEN MATERIAL, PROLONGED OR REPEATED EXPOSURE TO FUMES OR VAPORS MAY CAUSE IRRITATION OF THE NOSE AND THROAT.

EYE CONTACT: PROLONGED OR REPEATED EXPOSURE TO FUMES OR VAPORS EMITTED BY THE MOLTEN MATERIAL MAY CAUSE TEARING. CONTACT WITH THE MOLTEN MATERIAL MAY CAUSE THERMAL BURNS.

INGESTION: ACCIDENTAL INGESTION OF THIS MATERIAL MAY CAUSE IRRITATION OF THE DIGESTIVE TRACT.

.

==============================================================

VII. FIRST AID:

==============================================================

INHALATION: IF IRRITATION OF THE NOSE OR THROAT DEVELOPS FROM EXPOSURE TO FUMES EMITTED BY THE MOLTEN MATERIAL, MOVE AWAY FROM THE SOURCE OF EXPOSURE AND INTO FRESH AIR. IF IRRITATION PERSISTS, SEEK MEDICAL ATTENTION.

SKIN CONTACT: FOR CONTACT WITH MOLTEN PRODUCT, LEAVE MATERIAL ON SKIN AND FLUSH OR IMMERSE AFFECTED AREA(S) USING COLD WATER. SEEK MEDICAL ATTENTION.

EYE CONTACT: FOR EXPOSURE TO FUMES GENERATED DURING HOT MELT PROCESSING PERATIONS, MOVE AWAY FROM EXPOSURE AND INTO FRESH AIR. IF REDNESS OR IRRITATION DEVELOPS, SEEK MEDICAL ATTENTION. IF THERE IS CONTACT WITH MOLTEN PRODUCT, FLUSH AFFECTED EYE(S) WITH COLD WATER AND SEEK MEDICAL ATTENTION.
INGESTION: IF IRRITATION OF THE DIGESTIVE TRACT DEVELOPS AND PERSISTS, SEEK MEDICAL ATTENTION.
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===============================================================

VIII. SPECIAL PROTECTION:

===============================================================

VENTILITATION: LOCAL EXHAUST IS RECOMMENDED DURING HOT MELT PROCESSING OPERATIONS.

RESPIRATORY PROTECTION: NO RESPIRATORY PROTECTION IS REQUIRED WHEN WORKING WITH SOLID MATERIAL. PROTECTION FROM FUMES OR VAPORS EMITTED FROM  MOLTEN MATERIAL MAY BE NECESSARY. IF AIRBORNE CONCENTRATIONS EXCEED RECOMMENDED EXPOSURE LIMITS, A SUITABLE FILTER-TYPE RESPIRATOR SHOULD BE WORN.

EYE PROTECTION: SUGGESTED PROTECTION IS CHEMICAL RESISTANT SPLASH GOGGLES AND FACE SHIELD WHEN WORKING WITH MOLTEN MATERIAL.

SKIN PROTECTION: IMPERMEABLE HEAT RESISTANT GLOVES ARE RECOMMENDED. WHERE PROLONGED OR FREQUENTLY REPEATED CONTACT COULD OCCUR, USE PROTECTIVE CLOTHING. SELECTION OF SPECIFIC ITEMS SUCH AS BOOTS OR APRONS WILL DEPEND ON OPERATION. 

SPECIAL EQUIPMENT: SUITABLE LABORATORY SAFETY EQUIPMENT INCLUDES SAFETY SHOWERS, EYE WASHES AND PROPER FIRE EXTINGUISHERS.

===============================================================

IX. STORAGE INFORMATION:

===============================================================

Train all employees on all special handling procedures in this section before they work with this product. Exercise reasonable care and caution. Personnel should avoid breathing vapors and/or fumes and getting the product in their eyes or on their skin. Keep containers, cool, dry and away from sources of ignition. DO NOT STORE this product in direct sunlight, high temperatures or below freezing temperatures. 
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===============================================================

X. DOT AND SHIPPING INFORMATION:

===============================================================

GENERIC NAME:          MICROCRYSTALLINE WAX

CHEMICAL FAMILY:   PETROLEUM DERIVED HYDROCARBON

===============================================================
XI. OTHER SAFETY AND REGULATORY INFORMATION:

===============================================================

HMIS CODES

0 HEALTH HAZARD

1 FIRE HAXARD

0 REACTIVITY

0 PERSONAL PROTECTION (Sect. 9)

Even though MASK-TEC, INC. believes the statements that are set forth in this MSDS are accurate as to the date on the first page, MASK-TEC, INC. makes no warranties with respect thereto and hereby disclaims any and all liability for reliance thereon. Such data is offered for consideration, investigation and verification. MASK-TEC, INC. cannot be responsible for the lack of proper training of employees and the intentional misuse or use of this product in situations beyond the control of MASK-TEC, INC.

