 MATERIAL SAFETY DATA SHEET 

Mask-Tec, Inc.

2507 East Broad Street                                                      PAGE 1

Texarkana, AR 71854

(870) 216-2699     (877) 755-6275 Toll Free USA

Date Revised: 10/17/2001 

EMERGENCY TELEPHONE NUMBER: 1-800-535-5035

PRODUCT NAME: MT-920 MASKANT

===============================================================           

I. HAZARDOUS INGREDIENTS:

===============================================================

                                                              ACGIH TLV   ACGIH TLV       OSHA               OSHA       SECT.

COMPONENT(S) :                  %WT    CAS NO.    TWA (Skin)    STEL (Skin)     VPEL-TWA   VPEL-STEL      313
METHYL ETHYL KETONE  35-40    78-93-3       200 PPM         200 PPM           200 PPM           300 PPM      YES

TOLUENE                                35-40   108-88-3        50 PPM          150 PPM         100 PPM            150  PPM     YES

===============================================================

II. PHYSICAL DATA:

===============================================================

BOILING POINT:                                  >110 DEGREES F

pH:                                                         N.A.

VAPOR PRESSURE (mm Hg):            N.D.

VAPOR DENSITY (Air =1):                2.8

VOC (# GAL):                                       5.4

SPECIFIC GRAVITY:                         0.95

SOLUBILITY IN WATER:                NOT SOLUBLE

EVAPORATION RATE (BuAc=1):      5.0

APPEARANCE:                                  ORANGE/RED LIQUID

ODOR:                                                AROMATIC SOLVENT/KETONE ODOR

= = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = 

III. FIRE AND EXPLOSION HAZARD DATA:

===============================================================

FLASH POINT: 23 DEGREES F               METHOD USED: T.C.C.

AUTOIGNITION TEMPERATURE: N.D.

FLAMMABILITY LIMITS: UPPER: 10.0     LOWER: 2.0

EXTINGUISHING MEDIA: CO2 OR DRY CHEMICAL

FIRE AND EXPLOSION HAZARDS: MATERIAL IS VERY VOLATILE. VAPORS ARE HEAVIER THAN AIR AND MAY TRAVEL TO AN IGNITION SOURCE.

SPECIAL FIRE FIGHTING PROCEDURES: WEAR SELF-CONTAINED BREATHING APPARATUS. USE WATER TO KEEP FIRE-EXPOSED CONTAINERS COOLS AND TO FLUSH SPILLS AWAY FROM FIRE. IN CASE OF LARGE FIRES, ALSO COOL SURROUNDING EQUIPMENT. 
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===============================================================

IV. REACTIVITY:

===============================================================

STABILITY:             STABLE

CONDITIONS TO AVOID: HIGH HEAT; FLAMES; SPARKS; IGNITION SOURCES.

INCOMPATIBILITY: STRONG OXIDIZING AGENTS.

HAZARDOUS DECOMPOSITION PRODUCTS: THERMAL DECOMPOSITION MAY LIBERATE CARBON MONOXIDE AND CARBON DIOXIDE.

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR. 

= = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = = V. ENVIRONMENTAL AND DISPOSAL INFORMATION:

==============================================================

CAUTION: USE APPROPRIATE PROTECTIVE AND SAFETY EQUIPMENT. ELIMINATE ALL SOURCES OF IGNITION. THOROUGHLY VENTILATE AREA BEFORE REINTRODUCING OPERATIONS INVOLVING IGNITION.

SMALL SPILL: MOP UP OR SOAK UP WITH ABSORBENT INORGANIC MATERIAL. TRANSFER TO A DOT APPROVED CONTAINER.

LARGE SPILL: EVACUATE SPILL AREA OF UNPROTECTED PERSONNEL. CONTAIN BY DIKING WITH NON-COMBUSTIBLE, ABSORBANT, INORGANIC MATERIAL. PREVENT RUNOFF FROM ENTERING SEWERS, STORM DRAINS, SURFACE WATER AND SOIL. TRANSFER CONTAMINATED ABSORBENT TO A DOT APPROVED CONTAINER.

WASTE DISPOSAL INFORMATION: MATERIAL IS HAZARDOUS WASTE; DISPOSE OF IN ACCORDANCE TO FEDERAL, STATE AND LOCAL REGULATIONS.

===============================================================

VI. HEALTH HAZARD DATA:

===============================================================
EFFECTS OF OVEREXPOSURE:

SKIN CONTACT: BRIEF CONTACT MAY DRY THE SKIN. PROLONGED OR REPEATED CONTACT MAY IRRITATE THE SKIN CAUSING DERMITITIS. 

INHALATION: EXPOSURE TO CONCENTRATIONS OF ONE COMPONENT CAUSES THROAT AND NOSE IRRITATION, NAUSEA, HEADACHEAND FATIGUE.

EYE CONTACT: MAY CAUSE SEVERE IRRITATION WITH CORNEAL INJURY, WHICH MAY RESULT IN PERMANENT IMPAIRMENT OF VISION OR EVEN BLINDNESS.

INGESTION: IRRITATION, NAUSEA, VOMITING.
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===============================================================

VI. HEALTH HAZARD DATA, CONTINUED:

===============================================================

.MEDICAL CONDITIONS AGGRAVATED: COMPONENT(S) OF THIS PRODUCT MAY AGGRAVATE PRE-EXISITNG EYE CONDITIONS. COMPONENT(S) OF THIS PRODUCT MAY AGGRAATE PRE-EXISITING LUNG DISEASE. PERSONS WITH PRE-EXISTING SKIN CONDITIONS MAY BE SUSCEPTIBLE TO THE EFFECTS OF A COMPONENT(S) OF THIS PRODUCT.

SUSPECTED CANCER AGENT:    NO

THIS PRODUCT  CONTAINS A COMPONENT KNOWN TO THE STATE OF CALIFORNIA TO CAUSE CANCER OR REPRODUCTIVE TOXICITY. PROP. 65.

VII. FIRST AID:

==============================================================

INHALATION: REMOVE VICTIM TO FRESH AIR IMMEDIATELY. IF VICTIM IS NOT BREATHING, GIVE MOUTH-TO-MOUTH RECUSCITATION. GET IMMEDIATE MEDICAL ATTENTION. KEEP VICTIM WARM AND RESTING.

SKIN CONTACT: WASH SKIN IMMEDIATELY WITH LOTS OF SOAP AND WATER. IF CLOTHES AND SHOES ARE CONTAMINATED, REMOVE AND WASH BEFORE REUSE. GET MEDICAL ATTENTION IF ILL EFFECTS OR IRRITATION DEVELOPS.

EYE CONTACT: WASH EYES IMMEDIATELY WITH CLEAR RUNNING WATER FOR AT LEAST TWENTY (20) MINUTES. USE FINGERS TO ASSURE THAT EYELIDS ARE SEPARATED AND THAT EYE IS BEING WASHED. LIFT THE UPPER AND LOWER LID OCCASIONALLY. GET IMMEDIATE MEDICAL ATTENTION.

INGESTION: DO NOT INDUCE VOMITING. IF SPONTANEOUS VOMITING OCCURS, DO NOT ALLOW VOMITUS TO BE BREATHED INTO LUNGS. KEEP VICTIM’S HEAD BELOW HIS/HER HIPS. CALL A PHYSICIAN AND/OR TRANSPORT TO AN EMERGENCY MEDICAL FACILITY IMMEDIATELY. THE DECISION AS TO WHETHER OR NOT TO INDUCE VOMITING SHOULD BE MADE BY A PHYSICIAN. IF LAVAGE IS PERFORMED, SUGGEST ENDOTRACHEAL AND/OR ESOPHAGEAL CONTROL. DANGER FROM LUNG ASPIRATION MUST BE WEIGHED AGAINST TOXICITY WHEN CONSIDERING EMPTYING THE STOMACH. IF VICTIM IS CONSCIOUS, GIVE LARGE AMOUNTS OF WATER. DO NOT ATTEMPT TO GIVE FLUIDS TO AN UNCONSCIOUS PERSON.
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===============================================================

VIII. SPECIAL PROTECTION:

===============================================================

VENTILATION: CONTROL AIRBORNE CONCENTRATIONS BELOW EXPOSURE GUIDELINES WITH MECHANICAL VENTILATION. EXPLOSION PROOF VENTILATION MAY BE REQUIRED AND NECESSARY.

RESPIRATORY PROTECTION: ATMOSPHERIC LEVELS SHOULD BE MAINTAINED BELOW EXPOSURE GUIDELINES. USE A MHSA/NIOSH APPROVED FILTER TYPE RESPIRATOR IN ACCORD WITH REQUIREMENTS WITH 29 CFR 1910.134. IN CONFINED OR POORLY VENTILATED AREAS OR FOR EMERGENCY OR OTHER CONDITIONS WHERE THE EXPOSURE GUIDELINES MAY BE GREATLY EXCEEDED, USE AN APPROVED POSITIVE-PRESSURE, SELF-CONTAINED BREATHING APPARATUS OR AIR-LINE SUPPLIED RESPIRATOR.

EYE PROTECTION: CONTACT LENSES SHOULD NOT BE USED. SUGGESTED PROTECTION IS CHEMICAL RESISTANT SPLASH GOGGLES AND FACE SHIELD.

SKIN PROTECTION: IMPERMEABLE GLOVES ARE RECOMMENDED. WHERE PROLONGED OR FREQUENTLY REPEATED CONTACT COULD OCCUR, USE PROTECTIVE CLOTHING. SELECTION OF SPECIFIC ITEMS SUCH AS BOOTS, APRON, OR FULL-BODY SUIT WILL DEPEND ON OPERATION. 

SPECIAL EQUIPMENT: SUITABLE LABORATORY SAFETY EQUIPMENT INCLUDES SAFETY SHOWERS, EYE WASHES AND PROPER FIRE EXTINGUISHERS.

===============================================================

IX. STORAGE INFORMATION:

===============================================================

Train all employees on all special handling procedures in this section before they work with this product. Exercise reasonable care and caution. Personnel should avoid breathing vapors and/or mists and getting the product in their eyes or on their skin. DO NOT CONSUME food, drink, or tobacco in areas where they may become contaminated with this product. Keep containers, cool, dry and away from sources of ignition. DO NOT STORE this product in direct sunlight, high temperatures or below freezing temperatures. Keep product containers tightly closed when not in use. Concentrated vapors of this product are heavier than air and will collect in low areas. DO NOT ENTER these low areas where vapors of this product are suspected unless special breathing apparatus is used and an observer is present for assistance. Aluminum containers are not recommended for storage of this product. Sudden release of hot organic chemical vapors or mists from process equipment operating at elevated temperature or sudden entry of air into vacuum equipment may result in ignitions without the presence of obvious ignition sources. Published auto ignition or ignition temperature values cannot be treated as safe operating temperatures in chemical processes without analysis of the actual process conditions. Further information is available in a technical bulletin entitled “Ignition Hazards of Organic Chemical Vapors.” TRANSFER HAZARD: Vapors of this product may be ignited by static sparks. Use proper bonding and grounding devices. 
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===============================================================

X. DOT AND SHIPPING INFORMATION:

===============================================================

Proper Shipping Name:                            PAINT

Hazard Class:                                           3  Packing Group II

Labels Required:                                      Flammable

Placards Required:                                   Flammable

Bill of Lading Description:                      Flammable  

UN/NA Code:                                          UN 1263

===============================================================
XI. OTHER SAFETY AND REGULATORY INFORMATION:

===============================================================

HMIS CODES

3 HEALTH HAZARD

3 FIRE HAXARD

0 REACTIVITY

G PERSONAL PROTECTION (Sect. 9)

CERCLA RQ – 40 CFR 302.4 (a)

Component                                                           RQ (lbs)
METHYL ETHYL KETONE                             5,000

TOLUENE



                    1,000

________________________________________________________________________

REPORTABLE QUANTITY 49 CFR 172.101 

Component                                                           RQ (lbs)

METHYL ETHYL KETONE                             5,000

TOLUENE                                                            1,000

Even though MASK-TEC, INC. believes the statements that are set forth in this MSDS are accurate as to the date on the first page, MASK-TEC, INC. makes no warranties with respect thereto and hereby disclaims any and all liability for reliance thereon. Such data is offered for consideration, investigation and verification. MASK-TEC, INC. cannot be responsible for the lack of proper training of employees and the intentional misuse or use of this product in situations beyond the control of MASK-TEC, INC.

